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+ OFFSET GUIDERAIL TO EITHER SIDE OF MEDIAN ¢.
USE 8'-0" MIN. OFFSET FOR MEDIANS 60’ AND OVER.
USE 4'-0" MIN. OFFSET FOR MEDIANS LESS THAN 60'.

CABLE GUIDERAIL WITH

NORMAL POST SPACING \

MEDIAN HAZARD CONCRETE ANCHOR
STRUCTURE ANCHOR UNIT 15:1 TRANSITION IMPACT ATTENUATOR - PAVED SHOULDER
PARALLEL TO LANE | TYPE 350 J_

MEDIAN
["DITCH
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SHOULDER BREAKPOINT

SHEET 1 OF 12

865.01

SINGLE FACED PRECAST CONCRETE
BARRIER SEE DETAIL 857D01

[ MEDIAN WIDTH

SHOULDER (VAR.) DITCH (VAR.)
SHOULDER SLOPE
PER PLANS (10:1 DITCH SLOPE
OR FLATTER)

2 T~ INLET & PIPE REQUIRED
WHERE DITCH CANNOT BE
GRADED TO DRAIN.

SHOULDER (VAR.)

SHOULDER SLOPE
PER PLANS (10:1
OR FLATTER)

SECT. XX

‘ MEDIAN WIDTH ‘

SHOULDER SLOPE PER PLANS
(10:1 OR FLATTER)

SECT. YY

[ MEDIAN WIDTH {

SHOULDER SLOPE PER PLANS
(10:1 OR FLATTER)

MEDIAN HAZARD

n

1" OFFSET
(TYP.)

SINGLE FACED PRECAST CONCRETE
BARRIER SEE DETAIL 857D01

SECT. 77

DETAIL OF TREATMENT

LIMITS OF -L2-

MEDIAN WIDTH -L2- DIMENSION

30’ 80.0'
36' 60.0’
40" & ABOVE 40.0'

CABLE GUIDERAIL

|_20" TYPICAL DIST.
ANCHOR UNIT

IMPACT ATTENUATOR
UNIT - TYPE 350

INSTALL DOUBLE FACE GUIDERAIL

INTERMEDIATE POSTS WITHOUT CABLE.

PLACE REFLECTORS ON ALTERNATING
SIDES OF SUCCESSIVE POST.

NOTE: POSTS WILL ONLY BE PLACED IN ONE OF THE TWO
OPENINGS AT EACH MEDIAN HAZARD UNLESS OTHERWISE
DIRECTED BY THE ENGINEER.

DETAIL ‘A’

AT MEDIAN HAZARDS

STATE OF

NORTH CAROLINA
OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

DEPT.

7 -

ENGLISH STANDARD DRAWING FOR
CABLE GUIDERAIL
MEDIAN HAZARD GUIDERAIL LAYOUT
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